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XCFR2.E340097 - Terminal Blocks - Component

Terminal Blocks - Component

 

 
Cat. No.

Wire 
Range

Wire 
Type FW

TQ 
Lb
In.

 
V A

 
UG CA

LW1-7.62 14-22 SOL/STR Cu 2 4.5 300 15 B,D 2(115),
4

LW1-8.25 12-22 SOL/STR Cu 2 4.5 300 20 B 2(115),
4

LW3-9.52 12-22 SOL/STR Cu 2 10.5 300 20 B 2(115),
4

LW2-9.5 12-22 SOL/STR Cu 2 13 300 20 B,C 2(115),
4

LW3-8.25B 12-22 SOL/STR Cu 2 4.3 300 20 B 2(115),
4

LG135-10.16 20-6 SOL/STR Cu 2 12.5 300 52 B,C,D 2(115),
4

LG127-5.0 26-16 SOL/STR Cu 2 3.5 300 8 B 2(115)

LG129 26-12 SOL/STR Cu 2 3.6 300 18 B 2(115),
4

LG128 26-12 SOL/STR Cu 2 3.6 300 15 B 2(115),
4

LG103-5.0 28-12 SOL/STR Cu 2 3.6 300 15 B 2(115),
4

LS250-3.5 22-18 SOL/STR Cu 2 — 300 5 B,D 2(115),
4

LC1-5.08 28-12 SOL/STR Cu 2 4.4 300 15 B 2(115),
4

LC1-3.81 28-16 SOL/STR Cu 2 1.7 300 8 B 2(115),
4

LZ1V-5.08 N/A N/A 1 N/A 300 15 B 2(115),
4
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LZ1R-5.08 N/A N/A 1 N/A 300 15 B 2(115)

LC12-3.81 N/A N/A 1 N/A 300 8 B 2(115)

LZ3H-3.81 N/A N/A 1 N/A 300 8 B 2(115)

LZ1-3.81 N/A N/A 1 N/A 300 8 B 2(115)

LC1-3.5, LC1M-3.5 16-28 AWG,
Str/Sol

Cu 2 1.7 300 8 B, D 2(105),
4

LC2-3.81, LC2M-3.81 14-30 AWG,
Str/Sol

Cu 2 1.7 300 8 B, D 2(105),
4

LC1-5.0, LC1M-5.0 12-24 AWG,
Str/Sol

Cu 2 4.4 300 15 B, D 2(105),
4

LC2-5.08, LC2M-5.08 12-30 AWG,
Str/Sol

Cu 2 4.4 300 15 B, D 2(105),
4

LC6-2.5 20-24 AWG,
Sol

Cu 2 - 150 4 B 2(105),
4

LC6-3.5, LC6M-3.5 16-28 AWG,
Sol

Cu 2 - 300 8 B, D 2(105),
4

LC6-5.08, LC6M-5.08 12-26 AWG,
Sol

Cu 2 - 300 10 B, D 2(105),
4

LC10, LC10M, LC10MG 12-24 AWG,
Str/Sol

Cu 2 4.4 300 15 B, D 2(105),
4

LW1B, LW1C, LW1MB, LW1MC, LW1Q,
LW1R, LW1MQ, LW1MR

12-22 AWG,
Str/Sol

Cu 2 10.6 300 20 B, D 2(120),
4

LW3, LW3M 14-22 AWG,
Str/Sol

Cu 2 4.4 300 15 B, D 2(120),
4

LW6C, LW6MC, LW6Q, LW6MQ 14-22 AWG,
Str/Sol

Cu 2 4.4 300 15 B, D 2(120),
4

TB1-15 14-22 AWG,
Str/Sol

Cu 2 4.4 300 15 B, D 2(115),
4

TB1-25 10-22 AWG,
Str/Sol

Cu 2 10.6 300 25 B, D 2(115),
4

JHY1-16A 16-22 AWG,
Str/Sol

Cu 2 4.4 600 10 B, C,
D

2(105),
4

JHY1-25A 12-24 AWG,
Str/Sol

Cu 2 10.6 600 20 B, C,
D

2(105),
4

LG300 14-22 AWG,
Str/Sol

Cu 2 4.4 300 10 B, D 2(105),
4

LG381 16-26 AWG,
Str/Sol

Cu 2 1.7 300 8 B, D 2(105),
4

LG635 10-24 AWG,
Str/Sol

Cu 2 4.4 300 30 B, D 2(105),
4

ULUK2.5B 12-24 AWG,
Str/Sol

Cu 2 4.4 600 20 B, C,
D

2(105),
4
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ULUK5N 10-24 AWG,
Str/Sol

Cu 2 4.4 600 30 B, C,
D

2(105),
4

YL1,YL1M 12-28 AWG,
Str/Sol

Cu 2 4.4 300 15 B, D 2(105),
4

PT1, PT1M 12-28 AWG,
Str/Sol

Cu 2 4.4 300 15 B, D 2(105),
4

LZ1V-2.5, LZ1R-2.5 - - 1 - 150 4 B 2(105)

LZ1V-3.5, LZ1R-3.5, LZ1VM-3.5, LZ1RM-3.5,
LZ3HM-3.81

- - 1 - 300 8 B, D 2(105)

LZ1V-5.0, LZ1R-5.0, LZ1VK-5.0, LZ1RK-5.0,
LZ1VM-5.0, LZ1RM-5.0, LZ3HM1-5.08,
LZ3HM2-5.08

- - 1 - 300 15 B, D 2(105)

LW2-7.9-5+11.0-2-1Y-00A, LW2L-7.9-
5+11.0-2-1Y-00A

24-8 AWG,
Str/Sol for M4

Cu 2 16.0 300 38 B,C 2(125),4

30 B,C

Note
A

D

26-14 AWG,
Str/Sol for M3

7.1 15 B,C

Note
A

D

LW2-7.9-5-1Y-00A 26-12AWG
Str/Sol

Cu 2 7.1 300 20 B,C 2(125),4

            Note
A

D

Note A - These limited ratings are applicable to a terminal block for use in or with industrial control equipment
whereby the load on any single circuit of the terminal block does not exceed 15 A at 51-150 V, 10 A at
151-300 V, or 5 A at 301-600 V, or the maximum ampere rating, whichever is less.
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